








Sectional Garage Doors LPU 40 with Wicket Door

Wicket door with trip-free threshold
Sizes and fitting dimensions

Size range for garage doors with wicket door, ribbed and M-panel

Dimensions in mm

Door height
Ordering size (RM) Sections Passage height of wicket door Handle height
Number  Height Ribbed M-panel from FFL
3000 X 6 500 1955 1955 831
2875 X 6 479 1871 1871 799
2750 X 5 550 2155 2155 906
2625 X 5 525 2055 2055 868
2500 X 5 500 1955 1955 831
2375 X 5 475 1855 1855 793
2250 X 4 562 2123 2203 924
2205 X 4 550 2075 2155 906
2125 X 4 531 1999 2079 877
2080 X 4 520 1955 2035 861
2000 X 4 500 1875 1955 831
1955 X 4 488 1827 1907 813
1875 X X X X X X X X X 4 468 1747 - 782
2250 2375 2500 2750 3000 3250 3500 3750 4000

Door width Ordering size Width between frame (L2)

3 (up to 2970)

Ntracks

Min. distance back = RM + 510

4 (up to 3690)
Number of panels or glazed panels per section

RM + 470
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Explanation of dimensions
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RM

LDH
LDB

Grid height (ordering size)
Clear frame dimension (ordering size)
Clear passage height
Clear passage width

Track height

Min. ceiling height = RM + 125 (+ 125)

Not possible for ribbed garage doors with top aluminium frame
X Not possible for the panelled version

A wicket door is also not possible in panelled garage
doors in the size range:

from 2980 to 3100 mm garage door width (LZ) and
from 3700 to 3850 mm garage door width (LZ)

L tracks

Min. distance back = RM + 750

RM + 670

RM + 550

Dimensions in brackets apply to

490 a door with electric operator
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Please note

Before fitting a sectional door, the
structural opening must be finished and
the floor laid and level. The clearance
required for fitting the door must be free
of installations, heater fans, etc.

The opening height may not be less than
the ordering size of the garage door (RM),
otherwise the wicket will not open.



Side Doors in Steel and Timber

Sectional garage doors
Sizes and fitting dimensions

Standard sizes, steel side doors (special sizes on request) Dimensions in mm

Ordering size Finished structural opening Handle height from FFL Top view
Profile type 1 Profile type 2  Profile type 3

Block frame, fitted behind the opening (ordering size = overall frame size)

Profile type 1and 2 ribbed/boarded, S, M-panel Steel side door, fitted behind the opening

Example profile type 1

990 x 2058 855- 875 x 1990 -2000 955 1050
990 x 2183 855- 875 x 2115 -2125 1010 1050
1115 x 2058 980- 1000 x 1990 -2000 955 1050
1115 x 2183 980- 1000 x 2115 -2125 1010 1050
Block frame, fitted in the opening (ordering size = overall frame size)
Profile type 2 ribbed/boarded
855 x 1990 875 x 2000 1050 ! INSIDE
855 x 2115 875 x 2125 1050 RAM = Ordering size = LF + 136
980 x 1990 1000 x 2000 1050
980 x 2115 1000 x 2125 1050

Steel side door, fitted in the opening

Corner frame, internal fitting (ordering size = ordering size) Example profile type 2

Profile type 1 with ribbing, S/M panel, profile type 2 with ribbing

875 x 2000 955 1050 10 68 68 10
875 x 2125 1010 1050 H
1000 x 2000 955 1050 | I
1000 x 2125 1010 1050 ! INSIDE ©
Corner frame, external fitting (special sizes on request) RAM = Ordering size = LF - 20
Profile type 2 with ribbing, profile type 3 with ribbing, S/M panel LF
875 x 2000 1050 955
875 x 2125 1050 1010
1000 x 2000 1050 955 Timber side door, fitted behind the opening
1000 x 2125 1050 1010 Example profile type 3
Standard sizes for timber side doors (special sizes on request) RAM = Ordering size + 36
fitted behind the opening (ordering size = overall frame size) ‘
S-boarded, V-panel ol
1005 x 2190 855- 875 x 2115 -2125 1050 w@‘
1130 x 2190 980- 1000 x 2115 -2125 1050 INSIDE
with special designs ‘
1130 x 2190 980- 1000 x 2115 -2125 1050
Steel side door Steel side door Steel side door Timber side door Timber side door
Fitted behind the Fitted in the opening  Aluminium corner frame  Fitted behind the Fitted behind the opening
opening Opens to the outside opening
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Experience quality with
Hérmann

Entrance doors

An elegant eye-catcher: energy-saving, thermally
insulated aluminium entrance doors.

Canopies

] A practical complement to your chosen entrance
1 door.

Steel doors

Quickly fitted: Solid doors for all areas in your home,
from the basement to the loft.

Frames

A comprehensive programme for new construction,
renovation, and modernisation.

Garage doors

The right fit for any type of architecture: up-and-over
or sectional doors made of steel or timber.
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Door operators

Simply convenient: Hérmann operators for garage
doors and entrance gates.
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Hoérmann: Quality without Compromise

Hoérmann KG Dissen

Hérmann KG Werne Hormann Genk NV, Belgium

Hérmann is the only manufacturer worldwide that offers you

a complete range of all major building products from one source.
We manufacture in highly-specialized factories using the

latest production technologies.

The close-meshed network of sales and service companies
throughout Europe, and activities in the USA and China,

make Hormann your strong partner for first-class building

products, offering “Quality without Compromise”.

Hormann (UK) Ltd, Gee Road, Coalville, Leicestershire LE67 4JW
Phone (01530) 513000, Fax (01530) 513001

Hormann Gadco LLC, Vonore TN, USA

GARAGE DOORS

OPERATORS

INDUSTRIAL DOORS

LOADING TECHNOLOGY

HINGED DOORS

DOOR FRAMES
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